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360° working area - power de-
vices roll around the platform.

Easy movement of the power
devices. Fast and rigid fixation in
one of 108 positions.
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Wheel chocks for safe vehicle
installation.

Two power devices allow you
to organize an anti-traction
vector or simultaneously pull
at two points.
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Many adapters for vehicles
without flanging. All adapters
are attached to universal
clamps, including for frame cars
(optionally)
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Captures for flange collet type
with a large number of degrees
of freedom.

SPECIFICATIONS
Overall length of the bench 6900 mm
Overall width of the bench 3800 mm
Max. overall height 3030 mm
Platform length 5138 mm
Platform width 2112 MM mm
Power supply 2,4/380/50/3
kKW/V/Hz/Ph
Air pressure 6-8 bar
Max load capacity 2500 kg
Max platform lift height 1200 mm
Max pull force 10t

Down-pull-attachment and
chain lock as standard.

Footrest for convenient work.

Pneumatic jack allows you to
quickly raise the car for installa-
tion on the clamps. (optionally)

SIVER JSC is a modern factory equipped with high-tech machines providing
high quality of products.

SIVER MAXI snap-in kit is recom-
mended for effective work on the
bench.
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Trolley for acessories.
(optional)

Pull-up beam.
(optional)

The manufacturer reserves the right to alter product
specifications and/or package components without any notice

SIVER JSC
27 Novoslobodskaya St., Kaluga, Russia, 248025
tel: +7 4842 79 18 04

www.siver.ru
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PLATFORM BENCH WITH A SCISSOR LIFT SIVER ELM OPENS UP ADVANCED FETURES!

The stand is designed specifically for work 1. The platform with dimensions 2,1m x 5,2m permits attachment of a wide range of vehicles,

with electronic measuring system SIVER DATA. _.'__i*\%i. i %} from compact cars to off road vehicles and utility trucks with the weight up to 2500 kg.
This is a new generation system combining \ | i
the best qualities of modern measuring systems. __.z’*k\ e, {?..%\‘ 2. Power devices with 10 t hydraulic cylinders:

N * pivoting rollers permit force application in in desired direction;
-  original roller mechanism for easy movement of the power device along the perimeter of
the platform;
108 fixation points on the platform;
quick fix device.

THE MOST COMFORTABLE WORK:
* Adjustable working height from 530 mm to 1200 mm;
e Easy access to the bottom of a vehicle;
¢ Connectors on the platform for pneumatic tools.
Now metalwork and reinforcement work can be performed
directly on the bench.

3. Electro-hydraulic power station:
e control of raising, lowering and inclination of a platform;
* easy connection;
e powerful electro-hydraulic pump with oil tank;
e pneumatic pressure regulator with dehumidifier.

STAND ALLOWS TO LIFT VEHICLES UP TO 2.5t.

The lifting mechanism consists of two pairs of hydraulic hoists located along the platform.

Lifting height up to 1.2 m.
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The platform is made of 10 mm steel. Convenient height of the platform
Internal stiffeners provide for measurements and repair work
the necessary rigidity. on the bench.

Air-hydraulic pumps for controlling
the pulling process, high feed rate,
oil tank volume of 1500 ml.

In the lower position, the platform
tilts for quick and easy vehicle
installation on the bench.

The platform has an internal opening
of 3x1 m providing easy access
to the bottom of the car.

The stand is equipped with a
pneumatic trunk. Connectors are
conveniently located on the platform.

HIGH OPERATIONAL SAFETY

The electromechanical position
sensor warn about platform
lowering by audio signal

The lift provides a safe gap
between the platform and
the floor to protect feet.

Pneumatic Lift Lock




